C €- Declaration of Performance
acc. to Construction Products Regulation (EU) Nr.305/2011

S

LEDERER

DoP.- Nr. 9027631000/17

. Clearly Identification code of the product-type:

L 9066
L 9066 ISR
L 9067
L 9067 ISR

. Intended use:

. Manufacturer:

. System for assessment and verification of constancy of performance: System 3

. Harmonised standard

Notified body:

. Declared performance:

L 9068
L 9068 ISR-TG

L 9068 ISR-VG

L 9069

L 9069 ISR

For products of structural timber for load-bearing components

Lederer GmbH, Katzbachstr.4, 58256 Ennepetal, Germany

EN 14592:2008+A1:2012
MPA Universitat Stuttgart, Pfaffenwaldring 32, 70569 Stuttgart, NB- Nr. 0672

Ezsenit(ltal_ . - Perfgrmatnce Standard
arakteristics ni jameter o
[mm] 3,0 35 40 45 5,0 6,0 g0 | Specification
. ) partthread [N] | 2091 | 2512 | 3470 | 3883 | 4740 | 7026 | 15305
Tensile Capacity (fens.) fulthread IN] | 2229 | 2589 | 3717 | 4563 | 5571 | 7574 . | EN14592,634.5
Yield Moment (M) [Nm] 061 | 009 | 174 | 23 31 | 614 | 1976 | EN 14592, 63412
Pull out Parameter * (fax,k) [MPa] 148 | 18 | 139 | 135 | 135 | 14 | 115 | EN14592, 6343
countersunk 291 31,6 27,8 26,2 25,5 21,7 17,6
Head pull-Through panhead | 365 | 314 | 314 | 280 | 302 | 272 - | EN14592,6.34.4
Parameter (fhead,k) [MPa]
Torslonal Ratlo 29 19 15 18 18 23 | 23 | EN14592, 6346
(Rtor,s,k / Rtor,r,k)

Durability Aspects

Stainless Steel A2: 1.4307/1.4306/1.4311/1.4301/1.4567/1.4560/1.4303

Stainless Steel A4: 1.4401/1.4404/1.4406/1.4432/1.4436/1.4578

Service class 3

EN 14592, 6.3.5
ISO 3506-4/-6
EN10088

DIN EN 1995-1-1

*char. raw timber density pk 350 kg/m*
**char. raw timber density pk 450 kg/m*®

. Declaration:

The product is in conformity with the declared performance in point 7

The declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4

[t

Ennepetal, 14.01.2021




